
Tailormade flameproof enclosures 
Suitable for zone 1, 2, 21 & 22

EJB INELTEC
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Explosion protection:   II2G Ex db IIB + Hydrogen T3÷T6 Gb

  II2(1/2)G Ex db [ia/ib] IIB + Hydrogen T3÷T6 Gb

  II2D Ex tb IIIC T95°C÷T195°C Db IP65/66/67

Ingress protection:  IP65/66/67

EC Type certificate:  AR 16 ATEX 071 

Ambient temp.:  Standard ambient temp. -40°C ÷ +40°C

  Special ambient temp. -55°C ÷ +60°C / +80°C

Body:  Copper free alloy 

  External RAL 7001 or 7035 epoxy coating

  Optional internal RAL 2004 anticondensate coating 

Windows:   Tailormade tempered glass

Accessories:   Stainless steel bolts and hinges

Cable entries:   Isometric (ISO 261)

  NPT (ANSI B2.1)
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DIMENSIONING

Enclosure fixationExternal Dimensions Internal dimensions
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MAXIMAL INTERNAL DISSIPATION POWER
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Ambient Temp. +60°C

T4

90

106

110

130

185

230

250

300

340

470

550

600

T4

110

130

134

159

226

281

306

367

416

574

672

733

T5

41

48

50

59

84

105

114

137

155

214

251

274

 T6

-

-

-

-

-

-

-

-

-

-

-

-

Ambient Temp. +80°C
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MOUNTING FRAME
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OPERATORS

Pushbuttons for electrical contacts 

and mechanical devices

Emergency stop pushbutton

Twist to release

LED Indicators

Rotary devices for electrical switches

and mechanical devices 

(Padlockable handle and key control available )

Emergency stop pushbutton 

Keyrelease

Emergency stop pushbutton

Automatic return


